48mm

138mm

SOUIGHT e

230VAC

Model: PB30 @-G navinuty: 4,3A/1000W  vyrobce/Vjrobca: Solight Holding, s.r.o.

3x150 mm? —a mzvinuty; 13A/3000W Na Brné 1972, Hradec Kralové 500 06
8l1592718l026325 . L. ,

ProdluZovaci privod na bubnu - délka 25 m

Do zapojeni prodluzovaciho privodu i navijaku nezasahujte. Navijék i prodluZovaci privod pouZivejte v suchych vnitfnich prostorach, prostredi normalnim. Navijak
i prodluZovaci privod chrarité pred destém a stikajici vodou. ProdluZovaci privod pouzivejte rozvinuty do plné délky, neprekracujte maximalni proudové
zatizeni. Pokud navijak prodluZovaciho privodu neni funkéni, mohlo dojit k proudovému pretiZeni a tepelnd pojistka navijaku prerusila elekricky okruh.

Zmécknutim tlatitka tepelné pojistiky na téle navijaku uvedete navijak prodluZovaciho pFivodu do funkéniho stavu. Cistéte pouze ve stavu
odpojeném od elektrické sité, nechte diikladné oschnout. PFistroj vyhovuije z hlediska bezpegnosti.
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Predlzovaci privod na bubne - dizka 25 m

Do zapojenia predlZovacieho privodu i navijaku nezasahuijte. Navijak i predlZovaci privod

pouzivajte v suchych vniitornych priestoroch, prostredi normalnom. Navijak i predlZovaci privod chrarite pred

dazdom a striekajiicou vodou. Pred|Zovacie privod pouZivajte rozmotany do plnej dizky, neprekratujte maximalne pridové

zatazenie. Ak navijak prediZovacieho privodu nie je funkény, mohlo déjst k priidovému pretaZeniu a tepelna poistka navijaka prerusila elektricky

okruh. Stlagenim tlatidla tepelnej poistky uiestnenej na tele navijaka uvediete navijak predizovacieho privodu do funkéného stavu. Cistite iba v stave, pokal je
pristroj odpojeny od elektrickej siete, ponechajte dokladne vyschniit. Pristroj vyhovuje z hladiska elektrickej bezpe¢nosti.

Indoor cable reel - length 25m
Do not tamper with the extension cord connection and the reel. Use the reel and the extension cord only in dry interior areas, under normal environmental
conditions. Keep the reel and the extension cord away from moisture, rain and splashing water. Use the extension cord fully extended; do not exceed
the maximum current load capacity. If the extension cord reel is malfunctioning, check to ensure that a surge did not trip the circuit breaker. To
restore functioning of the extension cord, press the breaker button on the reel's body. This appliance can be cleaned only when
disconnected from the power mains and then allowed to dry properly. This appliance complies with electrical safety standards.
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